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LED SPOT GU10 3W 3K 100° WHT

Item code 12100442

Product family LED SPOT

Series GU10 FASCIO LARGO

Nominal voltage (V) 220-240

Nominal power (W) 3

CCT (K) 3000

Cap GU10

General Characteristics

Nominal voltage (V) 220-240

Lamp nominal power (W) 3

Lamp current (A) 0.025

Cap GU10

Working frequency (Hz) 50/60

CCT (K) 3000

Colour type WARM WHITE

Beam opening (°) 100

IP grade 20
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Dimensional Characteristics
 

Diameter (mm) 50

Length (mm) 55

Performance

Total luminous flux (lm) 240

Useful luminous flux (lm) 240

Luminous intencity (cd) --

Efficacy (lm/W) 80

Power factor >0.5

CRI >80

Average life (h) 25000

Energy class A+

Consumption in kWh/1000h 3

Incandescent equivalence (W) NULL

LLMF - Lumen maintenance at the end of life 0.70

Wiva Group S.p.A. - via Siena, 47/37 INT.29 - 50142 FIRENZE - TEL +39 055 7222449 - FAX +39 055 0133758 - info@wivagroup.com
All parts of this document are the property of Wiva Group SpA. All rights reserved. This document and the information included are provided without any responsibility deriving from errors or
omissions. It is not possible to cut, copy or use part of this document without a written permission. Wiva Group reserves the right to make changes to the above data without prior notice for
reasons due to improvements and product variations.

Pag. 2/4



12100442 - Data Sheet
Date: 07/25/2019

Other characteristics

Number of ON/OFF cycles > 15000 x

Warm-up time up to 60% of total performance (s) INSTANT

Ignition time (s) < 0.5

Dimmable NO

Led quantity 5

Working temperature range (°C) -10 / +40

Shipment characteristics

Barcode 8051739921724

Inner box (pcs) 10

Master box (pcs) 100

Lamp weight (g) 50
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The product is projected, manufactured, tested and verified in compliance to
the following product European Directive, Regulation and Standards:
EN 61547, EN 55015, EN 61000-3-2, EN 61000-3-3, EN 62471, IEC TR 62471-2, EN 62031, EN 62031 A1+A2,
EN 62560, EN 62560 A1, EN 62560, EN 62560 A1, EN 60968, EN 55015 A1, EN 62612

2014/35/EU, 2014/30/EU, 2011/65/EU, 2012/19/EU, 2010/30/EU, 874/2012/EU, 2009/125/EC, 859/2009/EC,
1194/2012/EU
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